
Remote driving
The tower truck can be controlled 

using zControl and a joystick. The 

aerial work platform can also be 

operated precisely using the joystick. 

The box can be mounted anywhere  

on the aerial work platform, ensuring a 

perfect view at all times.

Battery
Battery packs, voltage, power output 

and the number of cells – or any 

increase in capacity – are tailored to 

the specific application. The battery 
packs are maintenance-free and are 

charged fully automatically. The 

ETW-02 reliably covers a full shift of up 
to two days without producing any 

emissions.

Customised aerial  

work platform
The aerial work platform, the interior 

fittings and the external storage 
compartments are specially tailored to 

the customer’s requirements. The 

available space is utilised to the full.

The ETW-02 hybrid tower truck embodies a sophisticated hybrid design.  
It combines quiet, emission-free operation with an impressive working range. 

The ETW-02 is fitted with a diesel engine and an additional 
electric motor for propulsion during operations. The diesel 

engine ensures that the vehicle reaches the scene with its 

usual reliability. Once at the job site, the hybrid commercial 

vehicle transforms into an electric aerial platform. The drive 

system and all electrical systems and equipment are powe-

red quietly and emission-free by the built-in lithium battery. 

The ETW-02 can easily handle work shifts of up to 12 hours 
without recharging.

We would be pleased to provide you with a personal consulta-

tion if you are interested. We look forward to hearing from you.

The Benefits

Latest generation of  
hybrid tower trucks



Sustainable and user-friendly
The ETW-02 hybrid tower truck also impresses with further 
resource-saving features. As with all Turicum Engineering 

hybrid vehicles, the zControl remote control system is fitted 
as standard in the ETW-02 tower truck. The operator can 
actively participate in the work being carried out in the 

basket and manoeuvre the entire vehicle via a flexibly 
positionable control panel in the insulated basket. Operation 

is simple and intuitive. 3D sensors assist the driver: the 
intelligent assistance system scans the area in front of and 

behind the tower truck and applies the brakes in the event of 

danger.

Maximum reliability with an electric drive
In building our hybrid commercial vehicles, our aim is to 

strike the best possible balance between the reliability of a 

combustion engine and the emissions of an electric vehicle. 

The ETW-02 hybrid tower truck can be charged from any 
mains socket. Should the lithium batteries nevertheless run 

low on power, the built-in generator recharges them via the 

diesel engine in four hours. Work does not need to be 

interrupted in the process. The diesel engine is switched off 
again after a short interim charge.

Technical data

Specifications

Vehicle

Chassis Volvo FM 330 4×2; we would be happy  
 to check the feasibility with your   

 preferred chassis

Max. power 330 hp (243 kW)

Payload 3000 kg

Total weight 19'000 kg

Energy supply

Battery type LFP

Capacity 46 kWh

Electric driving range ca. 12 h

Back-up generator 400 V, 15 kW

Charging options 400 V, 32 A approx. 4 h 

 400 V, 16 A approx. 7 h 

 230 V, 13 A approx. 18 h

Aerial work platform

Platform load capacity 600 kg

Working height 8000 mm

Rotation range continuous

Insulation 1000 VAC / 1500 VDC
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